
Prodigy™ III Opener

 Prodigy™ III
98022R

Prodigy III, Raynor’s most advanced wall-mount opener, maximizes 

ceiling space while delivering smooth, reliable performance. It comes 

equipped with built-in Wi-Fi and Bluetooth for easy smartphone control, 

a myQ® Remote LED light, Integrated Battery Backup, and an Automatic 

Garage Door Lock. Paired with the strength of a Raynor residential 

garage door, it creates the perfect home access system.

MYQ CONNECTIVITY

Open, close, and monitor your garage from anywhere.

CHAIN AND SPROCKET DRIVE + DC MOTOR

Eliminate noise and vibrations with a smooth operation.

SECURITY+ 2.0®

Sends a new code with every remote click.

WALL-MOUNT DESIGN

Save space when there is less headroom.

BUILT-IN WIFI AND BLUETOOTH

For the easiest way to connect the garage.

WORRY-FREE WARRANTY

Backed by a lifetime motor, 5-year parts, and 1-year battery and 

accessories warranty.

TIMER-TO-CLOSE

Automatically closes the door after a preset amount of time: 1 min, 5 

min, 10 min, or custom.

POPULAR FEATURES IN THE BOX

SMART CONTROL PANEL 880RGDW • 6081093

Motion detection activates the garage door opener lights 

as soon as movement is detected.

3-BUTTON REMOTE CONTROL 893RGX • 2220188

Control up to three openers or myQ light accessories from 

one remote.

AUTOMATIC GARAGE DOOR LOCK 841LG • 6081095

Deadbolts the garage door automatically every time it 

closes.

MYQ REMOTE LED LIGHT 827RGD • 6081097

Operates automatically with the opener and works with 

the myQ App.

GARAGE DOOR OPENER BATTERY 485LM • 6080759

Integrated battery back up allows you to open and close 

your door even when the power is out. 
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MECHANICS

MODEL NUMBER

98022R

MOTOR

Medium-duty 12V DC,

automatic thermal protection, permanent lubrication

DRIVE

Internal chain and sprocket drive mechanism

(63:1 gear reduction)

MECHANICS

•	 Steel chassis and plastic cover

•	 Auto-force adjustment for changing weather and environmental 

conditions

•	 DC WiFi logic board with built-in Bluetooth surge suppressor

•	 Up to 850 lbs lift capacity

POWER

120V AC, 60 Hz voltage, 1.5A current rating, UL listed, 6' power cord 

(3-prong)

SPEED

Upward: 8.5" per second

Downward: 7.6" per second

LIGHTING

myQ remote LED light - 1,500 lumens

DIMENSIONS

Opener Head: 7.9" L x 7.5" W x 21.5" H

Headroom Clearance Required: 3" from center of torsion bar

Rail Options: 7'

Height 14'

Width 18'

Max. Door Weight 850 lbs

WARRANTY*

LIFETIME: Motor

5 YEAR: Parts

1 YEAR: Battery & accessories

*See Warranty for Terms & Conditions

SAFETY

SECURITY+ 2.0

Radio Controls:

•	 Operating range up to ~200 ft

•	 Operating temperature: -31°F to 149°F

•	 (1) 3-button remote control

•	 Remote control code format: Security+ 2.0

•	 Garage door opener code format: Security+ 2.0

•	 Anti-burglary coding

Encrypted Controls:

•	 Smart Control Panel®

•	 Timer-to-Close

•	 Programmable remote controls

•	 Keypads and myQ accessories

•	 Maintenance alert system

•	 Easy WiFi setup

HomeLink® Compatible: 

•	 Version 4.0 or higher

•	 Visit HomeLink.com for additional information

MYQ® RADIO

•	 902-928 MHz 50-channel FHSS (frequently hopping spread 

spectrum)

•	 Provides 2-way communication from garage door opener and myQ 

accessories

•	 Enables monitoring and control of garage door openers via 

smartphone or tablet


